
Jack Plug 6,3 mm (stereo), silver

• 3-pin 6.3 mm stereo jack-plug
• Self adjusting clamps as strain relief
• Cable-bend protection through vulcanised rubber ending
• Robust, nickel-plated metal-diecast case
• Colour: silver, black

Speaker-Installation Socket (4-pin)

• 4-pin Speaker-installation-jack
• Robust plastic cabinet
• Colour: black
• Typ: D

XLR-Installation Jack

• 3-pin XLR-installation-jack
• Latching device 
• Robust metal-diecast case
• Colour: black
• Typ: D

Speaker-Coupler 

• 4-pin Speaker-coupler
• Strain Relief; for cable diameter from 5 mm up to 15 mm
• Ampacity max. 30 A
• Wire-cross-section max. 4 mm2

• Colour: black, blue

XLR-Installation Socket

• 3-pin XLR-installation-jack
• Latching device 
• Robust metal-diecast case
• Colour: black
• Typ: D

MALE

XLR-Installation Jack, black . . . . . . . . . . . . . . . . . . . XLR-503 M

Speaker-Coupler, black . . . . . . . . . . . . . . . . . . . . . . . . . SPC-204 M

FEMALE

FEMALE

FEMALE

MALE

MALE

MALE

XLR-Installation Jack, black . . . . . . . . . . . . . . . . . . . . XLR-503 F

Jack Plug (stereo), silver. . . . . . . . . . . . . . . . . . . . . . . . JC-103 MS

Speaker-Installation Socket, (4-pin)  . . . . . . . . . . SPC-104 F

PLUG CONNECTORS

XLR-Jack, silver

• 3-pin XLR-Jack 
• Self adjusting clamps as strain relief
• Cable-bend protection through vulcanised rubber ending
• Robust, nickel-plated metal-diecast case
• Colour: silver, black

XLR-Inline jack, silver  . . . . . . . . . . . . . . . . . . . . . . . . . . . . XLR-203 F XLR-Jack, silver . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . XLR-203 M

XLR-Inline jack, silver

• 3-pin XLR-Coupler 
• Self adjusting clamps as strain relief
• Cable-bend protection through vulcanised rubber ending
• Robust, nickel-plated metal-diecast case 
• Colour: silver, black

234234



Cable Jack Plug 3,5 mm (stereo) 
on 2 x Cinch (L/R)

• Cable 3.5 mm stereo jack plug on cinch L/R
• Fused with cable-bend protection

Most common application: sound-card-output of a com-
puter on compact-amplifier-inputs.

Cable Jack Plug 3,5 mm on 2 x Cinch, 5 m  . .ACC-054

XLR Cable  

• Bal. XLR-Cable (connector / inline jack)
• Strain Relief with cable-bend protection
• Cable diameter: 6 mm
• Cable color: black

XLR-Cable, 5 m. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . ACC-050
XLR-Cable, 10 m  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . ACC-100

FEMALE

MALE

MALE

CONNECTORS WITH CABLE

XLR Cable  

• 2-pin Speaker-speaker-cable
• 10 m long
• Speaker / Speaker-jack with locking device
• Strain Relief with cable-bend protection
• Wire-cross-section 2x 2,5 mm2

• Colour: black, blue

Speaker Cable, desired length

• Sold by meter, up to 40 m 
• 2-pin Speaker-loudspeaker-cable
• Length depending on allegation (e.g. ACC-108/1 for 1m)
• Speaker / Speaker-jack with locking device
• Strain Relief with cable-bend protection
• Wire-cross-section 2x 2,5 mm2

• Colour: black, blue

Speaker Cable, 10 m . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .ACC-107 Speaker Cable, [desired length]  . . . . . . . . . . . . .ACC-108/xx

MALEMALE

Ihre Wunsch-Kabellänge
(bis max. 40 m)

Cable 2x Cinch (M) (L/R) 
on 2x Cinch (M) (L/R)  

•   Cable cinch plug L/R  on cinch plug  L/R
• Fused with cable-bend protection

Cable 2x Cinch (M) on 2x Cinch (M), 3 m  . . . . . .ACC-061

MALE
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