
◊  Hotels, Schools and Residential Homes

◊  Community Centres

◊  Clubs and Associations

◊  Exhibitions and Trade-Fairs

◊  Advertising and Sales Promotion

< 200 Pers. Weight

29 kg

 MainsMusic &
Speech

SOUND-DESK 2



MOBILE ACTIVE LECTERN SYSTEM SOUND-DESK 2

Model designations

SOUND-DESK 2, max. 120 W, black . . . . . . . . . . . . . . . . . . . . . . . . SD-220 
with integrated 2-channel VHF wireless microphone receiver

◊ Noble design

◊ VHF-Wireless Technology

◊ Music & Speech

◊ 2-Way Speaker System

The new successor of our successful SOUND-DESK series: 
the SOUND-DESK 2 – great in sound and design, versatile 
and powerful.

With this elegant lectern you not only gain in terms of 
appearance, but technically the SD-220 also sets new 
standards.

The integrated 2-way loudspeaker system is convincing not 
only in speech. Thanks to the new concept, the reproduction 
of music is now also possible in outstanding quality. The 
device is therefore suitable for audio lectures of all kinds at 
schools, in presentation rooms, at fairs and exhibitions, as 
well as for advertising and sales events.

The integrated gooseneck microphone is 47 cm long and 
flexibly adjustable. It also allows changing speakers of diffe-
rent sizes a comfortable standing position. The high quality 
electret capsule of the microphone also ensures a comfor-
table speaking distance.

We supply the SD-220 with a 2-Channel radio system, 
where you can operate the wireless hand microphone and 
the bodypack with headset microphones if necessary at the 
same time.

Registration and

Free of charge!

Technical data SOUND-DESK 2

Program power / RMS 120 W / 60 W

Power supply 230 V

Microphone Electret gooseneck, 47 cm

Input MIC 1 Table microphone

Input MIC 2 jackl 6.3 mm, e.g. for DM-202 K

Input AUX cinch, e.g. for music feed
from smartphone or laptop

Input Wireless Mic Volume control U2 radio system

Output Line XLR, e.g. for additional active loudspeakers

Frequency range 100 Hz - 16.000 Hz

Tone control 2-fold, Treble and Bass separately

Speaker 1 tweeter, 3 full range speakers

Receiver System VHF, 203.7 MHz and 208.7 MHz

Material Alu, ABS

Dimensions and Weight W 580 x H 1100 x D 420 mm / 29 kg

Please consider the following features:

 • A high-quality gooseneck microphone and the table ligh-
ting are already included.

 • Music signal feed via smartphone, laptop or PC.

 • Noise-free through the use of digital power amplifier.

 • Scratch-resistant and anti-slip shelf.

 • 2-channel radio set incl. VH-016 and VB-016 already 
included in delivery.

*
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VHF-Accessories:

SOUND-DESK 2 MOBILE ACTIVE LECTERN SYSTEM

Rear view of the
SOUND-DESK

VHF-Hand Microphone 
The VHF-Hand Microphone VH-016 works 
on the frequency 203.7 MHz and serves as 
a spare or supplemental microphone for 
the cordless microphone already included 
with the SD-220. The microphone has a 
battery status indicator, as well as a mute 
function for crack-free switching on. The 
power supply is provided by a 5 V block 
battery.

VHF-Bodypack (208.7 MHz)  . . . . . . . . . . . . . . . . . . . . . . . . . . . .VB-016

VHF-Bodypack (for HS-500)

The Bodypack VB-016 operates on the 
frequency 208.7 MHz and serves as a 
spare or supplemental transmitter for 
the Bodypack already included with the 
SD-220. 
In addition to the battery status indicator, 
the transmitter has a volume control 
and a screwable 3.5 mm jack input for 
connecting the HS-500 headset.

VHF-Hand Microphone (203.7 MHz). . . . . . . . . . . . . . . . . .VH-016

Headset-Microphone (for VB-016)

Comfortable headset microphone 
with high wearing comfort and very 
good speech intelligibility. suitable 
for bodypack VB-016. Cable length 
approx. 100 cm.

Headset-Microphone, black. . . . . . . . . . . . . . . . . . . . . . . . HS-500

Vinyl-Cover

This heavy duty Vinyl-
Cover for storage of the 
SOUND-DESK with an 
integrated pocket for 
accesories.

Vinyl-Cover  . . . . . .VC-220
with integrated Accessoiries bag

Dynamic Microphone
with 5 m cable

Great quality dynamic 
Handmicrophone with 
kidney characteristics. It 
does not have back cou-
pling problems and wind- 
and pop-protection are 
integrated.
 

Dynamic Microphone  
jack, unbalanced. . . . . DM-202 K
with 5 m cable and Microphone holder

MIC 2 (external microphone) Bass
MIC 3 (wireless microphone) AUX 1 volume control

AUX 1 input (cinch)
Record output (cinch)

Speaker output
(left/right)

MIC 1 (table microphone)

VHF wireless
Microphone Receiver

MIC 2 input (6.3 mm jack)

0 dB output XLR (sym.)

Treble

Manuscript
lighting

Applications for power extension

Example 1: Wired

On request we configure your individual desired system. 
Please call us.

DSC-150 ZLDSC-150 ZL

Cable
SD-220

UB-016B

DSC-150 U1DSC-150 U1

UHFUHF

SD-220

AC-200 X

Example 2: Wireless UHF connection
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SOUND-DESK 2 
Rear view of the
SOUND-DESK
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