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Tonträger-Module Start

FOR PA CENTERS SOUND SOURCE MODULES

Description
The TP-10 USB FM/AM tuner module has 
been especially developed for installation 
in the compartment provided for this pur-
pose on the PA center. The modules can be 
installed very easily. The required fasteners 
and connectors as well as detailed installa-
tion instructions are supplied with.

 • The modules can also be installed in any 
other device (amplifier, central audio unit, 
etc…).

 • The tuner has 24 pre-sets, 3 x 6 for FM 
and 1 x 6 for AM.

 • uning and programming is performed with 
the respective buttons.

 • USB Interface

Description
The CDR-10 USB MP3/CD player and FM/
AM tuner module has been especially de-
veloped for installation in the compartment 
provided for this purpose on the PA centers. 
How ever, it is also possible to install the 
module in other devices such as amplifiers, 
central audio units, etc. The respective ins-
tallation instructions are supplied with the 
device.

 • The features of the CD player section 
are identical with the CDP-10 USB mo-
dule above.

 •  The features of the tuner section are the 
same as the ones of the TP-10 USB mo-
dule described above.

 • USB interface

Technical data CDR-10 USB

Tuner section Analogous to the TP-10 RDS FM/AM tuner module described on the next page

CD/MP3-player section Analoguos to the CDP-10 USB CD player module described above

Dimensions (WxHxD) 194 x 40 x 200 mm

Weight approx. 1,0 kg

CD/MP3 player and tuner module (RDS)  . . . . . . . . . . . . . . . . . . . . . . CDR-10 USB

Technical data TP-10 USB

Wavebands FM 87,5 to 108,0 MHz and AM 522 to 1.620 kHz

Antenna inputs 75 ohms unballanced; with coax-jack and antenna

Sensitivity FM: 2 µV; AM: 4,5 µV

S/N FM: 60 dB; AM: 45 dB

Dimensions (WxHxD) / Weight 194 x 40 x 84 mm; approx. 0,25 kg

FM/AM-Tuner module  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  TP-10 USB

MP3/CD player and FM/AM tuner module

FM/AM-Tuner module
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Description
The DAB / DAB + Internet radio module is 
suitable for installation in the correspond-
ing empty field of the small central units or 
module carriers. It offers access to the digital 
radio world and podcasts via the Internet. 

 • The device has an RJ-45 network socket 
(LAN) and a separate FM antenna 
connection.

 • Graphic display showing the playing time, 
track numbers, functions, audio levels and 
player modes.

 • Play various audio files from a USB stick 
or an external USB hard disk.

 • Automatic time update and Alarm 
function.

Technical data TP-200 IR

Power supply 17V DC, via PA Center

Display LCD graphic display, menu guidance and time display

Empfangsbereiche FM 87,5 to 108,0 MHz and DAB 174,928 to 239,200 MHz

Ausgangsaudiopegel 0 dBm / 600 ohms

Audio formats MP3, AAC, WMA, WAV, FLAC

Dimensions (WxHxD) / weight 194 x 40 x 113 mm; ca. 0,36 kg

DAB Internet-Radio Module. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . TP-200 IR

DAB/DAB+/FM-RDS Internet-Radio Module
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