
MODULAR SYSTEM / 4x 16 FREQUENCIES

3-pin MINI XLR 3-pin MINI XLR

Neckworn Microphone, skin-color. . . . . . . . . . . . . . . . . . .  HS-200 S
Neckworn Microphone, black  . . . . . . . . . . . . . . . . . . . . . . .HS-200 B Lavalier Microphone, black  . . . . . . . . . . . . . . . . . . . . . . . . . .LA-200 B  

Neckworn Microphone

Condenser microphone completed in ball-characteristic. 
Delivery includes an 80 cm long connecting cable and a clip. 
The microphone is very discreet and you can fix it on your 
clothes wherever you want.
It is available in the colour black.

Very comfortable condenser-neckworn-microphone con-
ducted in the characteristic of a kidney. Due to the low 
dead-weight and the flexible material this microphone fits all 
head shapes perfectly. Available in the colours “skin-colour” 
and “black”.

Lavalier Microphone 

Description
This UHF-Hand Microphone is equipped with a premium 
condenser microphone capsule. It is a very handy micro-
phone. The 16 frequencies can easily be adjusted via a 
comfortable Dip-switch. The power supply results from 2 
Mignon-Batteries.

UHF-Hand Microphone, (863-865 MHz)  . . . . . . . . . . . . . . UH-016 B
UHF-Hand Microphone, (620-640 MHz)  . . . . . . . . . . . . . . UH-016 C

UHF-Wireless Hand Microphone

UHF-Transmitter, (863-865 MHz)  . . . . . . . . . . . . . . . . . . . . . . . UB-016 B
UHF-Transmitter, (620-640 MHz)  . . . . . . . . . . . . . . . . . . . . . . . UB-016 C

Description
Body pack-Transmitter with 16 eligible frequencies. The 
input sensitivity is changeable in order to be able to induct 
Mic- and Line signals. The power supply results from 2 
Mignon-Batteries.

UHF-Bodypack-Transmitter

for LA-200 B 
or HS-200 S/B

3-pin MINI XLR
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Technical data UH-016 B UH-016 C

Carrier frequency 863 – 865 MHz  
(16 frequencies)

620 – 640 MHz  
(16 frequencies)

Modulation FM

Transmission PLL synth.

RF Output Power 10 mW

Frequency response 50 Hz – 18 kHz

Microphone type Condensator

Power supply  2 papprox. Mignon (1,5V; AA) or accu (1,2 V, AA)

Transmission range  approx. 50 – 80 m

Dimensions / Weight Ø 30 mm x L 290 mm; 230 g

Technical data UB-016 B UB-016 C

Carrier frequency 863 – 865 MHz  
(16 frequencies)

620 – 640 MHz  
(16 frequencies)

Modulation FM

Transmission PLL synth.

RF Output Power 10 mW

Frequency response 50 Hz – 18 kHz

Microphone type mini-XLR 3-pol.

Power supply  2 papprox. Mignon (1,5V; AA) or accu (1,2 V, AA)

Transmission range  approx. 50 – 80 m

Dimensions / Weight W 70 mm x H 100 mm x D 18 mm; 100 g
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