
◊ Processions

◊ Propagandism

◊ Guided tours, exhibitions and fairs

◊ Sports events 

◊ Fire brigade or clubs and associations

< 100 Pers. Weight

3,3 kg

Music &
Speech

         POWER-PHONEWirelessWireless

Mains & 
Battery



PORTABLE PA-SYSTEM POWER-PHONE

Registration and
Free of charge!

Picture shows 
WPP-050  U1

 wireless

Double Power with 
UHF-Wireless 

Network operation

Technical data WPP-050 U1/U2

Program power / RMS 50 W / 30 W

Power AC 230 V (mains supply ~19V); 12 V battery, 2.9Ah

Operating time Battery approx. 3 hours

Inputs 1 x MIC (wireless), 1x MIC (jack 6,3 mm),  
1 x AUX (jack 3,5 mm)

Outputs LINE Out 0dB

Frequency 60 Hz ~ 15.000 KHz

UHF-Receiver System 16 frequencies (863 – 865 MHz); max. 2 Receiver

Tone regulation single EQ

System/distortion factor < 0,1%

Speaker 5 1/4˝, 4 ohms

Case ABS

Dimensions / Weight W 160 x H 210 x D 290 mm / 3,3 kg

N  Very mobile due to small empty weight
N  Wireless UHF technology (16 frequencies)
N  Long-lasting lead-gel storage-battery
N  Parallel operation of multiple devices possible
N   In combination with the LST-050, usable as an 

procession system

Description
It is possible to expose smaller groups with up to 100 people 
adequately to supersonic sounding, with this mobile voice 
transmission system. The small empty weight eases the 
handling of this device and therefore allows operation during 
longer lasting events. 

The integrated UHF-System promises absolute flexibility 
and additionally allows the choice between 16 frequencies.

It can be switched to a trouble-free frequency immediately. 
The UHF-Handmicrophone UH-016 B as well as the UHF-
Bodypack UB-016 is available as a receiver. The Bodypack 
can be combined with a Headset- or a Clip-on microphone.

For the incoming supply of further signals the AUX-input can 
be used. Offhand music can easily be imported e.g. with a 
MP3-Stick.

In case the power of a single device should not be suffi-
cient, or the number of people to be exposed to acoustic  
irradiation cannot be estimated, it is useful to place a 
second device adequately. Naturally both devices can be 
addressed via a Hand- or Bodypack transmitter, of course 
using the same frequency. 

*

Model designations

Wireless POWER-PHONE, 50 W  . . . . . . . . . . . .WPP-050  U1
with integrated 1-Channel UHF-Receiver

Wireless POWER-PHONE, 50 W  . . . . . . . . . . . .WPP-050  U2
with integrated 2-Channel UHF-Receiver

Replacement Battery, 2.9 Ah (for WPP-050 U1/U2). . . . . . . . . . BA-029
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POWER-PHONE PORTABLE PA-SYSTEM

UHF-Hand microphone 
Dynamic hand microphone optimized 
for voice transmission. 16 selectable 
frequencies are registration free. 
The battery status indicator continuously 
informed about the current status.
Power is supplied by two Mignon-Batteries 
(AA) or similar batteries.

Lavalier-Microphone
Condenser microphone completed 
in ball-characteristic, suitable for 
bodypack UB-016. Delivery includes 
an 90 cm connecting cable and a clip.

Lavalier-Microphone, black  . . . . . . . . . . . . . . . . . . . . . . . . . .LA-200 B  

UHF-Bodypack, (16 Frequencies). . . . . . . . . . . . . . . . . . . . . . . . UB-016 B 

UHF-Bodypack (for LA-200 B or HS-200)

Bodypack transmitter for using the 
microphones LA-200 B  and HS-200. The 16 
selectable frequencies are registration free. 
With battery level indicator and detachable 
antenna. Power is supplied by two Mignon-
Batteries (AA) or similar batteries.

UHF-Hand Microphone, (16 Frequencies) . . . . . . . . . . . . . UH-016 B 

Neckworn Microphone, skin-color. . . . . . . . . . . . . . . . . . .  HS-200 S
Neckworn Microphone, black  . . . . . . . . . . . . . . . . . . . . . . .HS-200 B

UHF-Accessories:

Þ0681

Þ0681

Headset-Microphon
Very comfortable condenser micro-
phone completed in ball-character-
istic, suitable for bodypack UB-016. 
Cable length approx. 100 cm.

ON/OFF,  
Volume (Master)

Treble / bass control

DC IN 19V

Channel switch UHF-Receiver 1+2

Volume (wireless 1+2)

Picture shows WPP-050 U2
POWER-PHONE-Accessories:

Carriage and Storage Bag

High-quality, weatherproof vinyl fabric bag for carriage, 
usage and storage of the POWER-PHONE. 

Carriage and Storage Bag . . . . . . . . . . . . . . . . . . . . . . . CB-030
for POWER-PHONE

Dynamic Microphone
with 5 m cable

Great quality dynamic Hand-
microphone with kidney cha-
racteristics. It does not have 
back coupling problems and 
wind- and pop-protection are 
integrated. A low-noise On- and 
Off-switch is integrated on the 
handle

Floor Stand
This stable floor stand for the 
POWER-PHONE is made of 
aluminium and is to be set up.  

The stand is made out of  
aircraft aluminium and weight 
only 3.2 kg. It is continuously 
adjustable and enables adap-
tability for various localities.

Floor Stand  . . . . . . . . . . . ST-030
for POWER-PHONE

Carriage and Storage Bag . . . . . . . . . . . . . . . . . . . . . CB-130 B
for up to 2 speaker tripods and 1 mic stand

Dynamic Microphone, jack-plug, balanced, .. . . . . . DM-201 K
with 5m cable and microphone holder
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